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Standard Features 


¢ Intanal 525inch Half-Haght CD-ROM Drive 
¢ ATAPI Interface(SFF-8020) 
e Max. 40X DataTransfer 
175X(inner sdeof adisd to 40X(outer ddeof adisc) maximum, 288X( average) 
¢ Powe Tray Loading 
¢ Conformsto MPC Levd 3spedficetions 
¢ Low Vibration Mechanism 
¢ HighSpeedAcess: AccessTime 7Omsec(RandomAverage) 
e HighSpoead Sek : SeckTime Gmsec(RandomAverage) 
¢ BufferMemorySize: 128kBytes 
« IDEDataTransfe Mode 
Supports PIO Mode4& DMA Multi Word Mode2, UltraDMA 38 
¢ SupportsKODAK Photo CD 
¢ Supports Singleand Multi-Session 
¢ SupportsCD-XA Ready 
¢ Supports CD-| Ready 
¢ SupportsCD Extra 
¢ SupportsVideoCD 
¢ Supportsto read CD-RW disc 
¢ Supports Power SaveM ode 
¢ SereoAndogAudio LineOutput 
¢ Digital Audio Through ATAPI (Read CD/ DA) 
¢ Head PhoneOutput& VolumeControl Knob (Front Pand) 
¢ Horizontal / Vetical Operation 
e Forced Ejection 
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Nameof Parts/Fundion/Setti 


FrontPanel 


1. DiscTray 
Tray loading-unloading isdoneby pressing thegect button. 
PlacetheCD-ROM ontothetray with thelabd facing up. 
Placeadisconto theinner lower grooveonthetray in cesean Sam discis used. 
Pressthegect button or push thefrontpatt of thetray gently to load disctray. 


2. Head-PhoneJack (PHONES) 
Stereo mini jack for head-phone 
Adjust “VolumeControl Knob” minimumpostion beforeheactohoneis connected. 
Theaudio output of rear pand isactiveeven when head-phoneplugisinserted to this jack. 


3. VolumeControl Knob (Head-PhoneLeva) 
Thisisthevolumecontrol knob for adjusting sound levd for head-phone 
When theknobisturmed to theright, theheacyohonevolumegoes up, and tuned totheldt, the 
volumegoes down. 


4. BUSY Indictor 
Itislitwhen deataon thediscis accessed. 


5. EjectButton 
This button isused toload and unload thetray. 


6. Forced Ejection Hole 
Whenadiscis stacked in thedriveand thegect button doesnot work to open thetray, insatasiff rod 
intothisholeand push gently sothatthetray comes out Unload thetray by hand then ranovethedisc 
DonotusetheForced EjectH oleexceot anergency case usethegect button in norma operation. 
Beforeexeauting this operation, tum offthepower supply and waitmorethan Lminutetill discrotation is 
stopped. 
Nameof Parts/Fundion/Setting 
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Rear Panel 


DC INPUT 
+6 GG +12 


Fundion 


2. ATAPI Interface 
Itshould beconnected with the Enhance: DE port of thecomputer. Use40Qpin flattypeceble 
Length of thecableislessthan 18inchs(46an) according totheATA specifications. 
Itrmay causedatatransfer aror, if longer cablemorethan abovevalueis usad. 
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Nameof Parts/Function/Setting 
3. DeviceConfiguration)umper 
Switch tumson by inserting short sockel 


Mekesurethat drivepowe istumed off beforejumper satting ischanged. 
OnlyMA is “on” atthetimeofshippingfromtheplant 


Fundion 


ai eo 
ee ae ivan Thedriveisused in SlaveM ode. 
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4. AudioOutput 


A connector for outout of analog audio. 
This connector is compatible with “Molex 70553” , choose a connedion cable which matches with the 


connector. 


Fundion 
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4 R Right channd audio output 


Spedfications 


1‘ DiscFormat 
e CDROM Madel 
e CDROM XA Mode (fami, form 
e —PhotoCD (singleand multiplesession) 
e —VideoCD (44x- 10x) 
e CD-DA (44x- 10xa&AudioPlay, 88«- 20x at Read CD-DA ) 


e CD-Extra 
e CD-RW (reedonly,44x-10x) 
e CD44 Ready 
2  DiscSize 
e Pam 


e¢ 8am (4Xadaladisc Horizontal opeation only) 
Precautions on playing CD singles(8an discs) 
An@andisccn beplayed only whenthedriveishorizontal condition and thediscissetinthe 
&mgrooveon thedisctray atloading. 
Do notusean adapter for 8am discin any conditions for thisdrive or melfundion may ocaur. 


3. Data Transfer Rate 


Se 
Max 40X CAV Mode 


M aimum datatransfer rateis specified with adisc of 12m/slinearvelodty. 


4. Buffer Memory Size 
e =©T28kBytes 


5. AccessTime/ Seek Time 


Note 
: Random Average 

a 

ee 
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Spedfications 


&  InitidizingTime Starting Time/FinishingTime 

The paiod from a disc is s&t in the drive till it becomes 

pausecondition after initialization. 

The peiod from stop condition after finishing 

StarttingTime Lessthan 10sec _| initialization till it becomes pausecondition by exeauting 
statcommend. 


The period from pause condition till disc rotation is 
ae 


7. LoadingTime/ cae a 


Repeeatana cars ig ReaareRA it is dumped in 
rive 

The time of disc unloading with stop condition by 
= oor 


& AudioC ee 


InitializingTime Lessthan 10sec 


Spedficetion 


a 
Output levd 
2 
JISA-Weighted 


Channd Separation Over 65dcB 
: 1kHz0dB 
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